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KRAKEN SERIES

MACHINE SPECIFICATIONS
VACUUM: DUAL 6.6 2 STAGE MOTORS

240 CFM 136’’ LIFT

PUMP: 53 GPM DUMP RATE
DUMP HOSE CONNECTION: BANJO QUICK RELEASE
RECOVERY TANK: 18 GALLON
SHUT OFF: BALL FLOAT
FILTER BASKET 6”X 8” UNDER 2’’ VACUUM INLET
WHEELS: 4” FRONT CASTORS, 12” REAR 

NON-MARKING
AMP DRAW: 15 AMP PER CORD
POWER CORD: DUAL CORD 25’ 12/3
WEIGHT: 138LBS
MACHINE DIMENSIONS: 31” L X 22” W X 42” H

WARRANTY: 10 YEAR LIMITED HOUSING,  
2 YEAR MAJOR COMPONENTS, 
90 DAY LIMITED WEAR PARTS

ITEM #: MACHINE & HOSES
ITEM #: MACHINE, WAND, 
HOSE SET

05-10035-001
05-10035-002

KRAKEN 6.6 FLOOD PUMPER
The Kraken professional grade restoraƟ on fl ood extractor is the most powerful portable high volume water 
recovery system on the market. Easy to use and engineered for maximum effi  ciency, featuring dual 6.6 2-stage 
motors that deliver an incredible 136” of liŌ  and 240 CFM. The vacuum motor and muffl  ers are designed for 
quiet operaƟ on, achieving a steady 53 gallon-per-minute dump rate through the included 50’ hose. The Kraken 
requires only a 15-amp power supply, eliminaƟ ng the need to search for 20-amp breakers. For versaƟ le operaƟ on, 
it can funcƟ on as a sump pump using only a single power cord. Available as a standalone machine with a 50’ 
dump hose and 25’ vacuum hose, or as a complete package including the Sharp Shooter 16” FEW Flood Wand.


